
ConnectorElectrical:Current Tating:3 AmpContact Resistance: 20m Ohm Max.WithStanding Voltage: 500V AC/MinuteInsulation Resistance: 1000M ohm Min.Operation Voltage:  60V DCMaterial:Pin: Brass,machinedCLIP: Beryllium copper or Phosphor BronzePlated (PIN): 50u" Ni, 100u" Sn (Standard)Plated (CLIP): 50u" Ni, GOLD flash (Standard)Insulator Body (black) : PPS or other (UL94V-0)Mechanical and Enveronmental:Average Insertion force with steel of D0.43mm:250g Max.Average drawal  force with steel of D0.43mm:25g Min.Mechanical life cycle: 200 Cycles Min.Operation Temperature:  -55℃～+125℃ for GOLD platedOperation Temperature:  -40℃～+105℃ for TIN platedSoldering Temperature :  260℃ for 10 s Max.DIMENSIONSContact Dim A Dim B Dim C Dim D6 7.62 5.08 7.62 10.168 10.16 7.62 7.62 10.1610 12.70 10.16 7.62 10.1614 17.78 15.24 7.62 10.1616 20.32 17.78 7.62 10.1618 22.86 20.32 7.62 10.1620 25.40 22.86 7.62 10.1624 30.48 27.94 7.62 10.1628 35.56 33.02 7.62 10.1620 25.40 22.86 10.16 12.7022 27.94 25.40 10.16 12.7024 30.48 27.94 10.16 12.7028 35.56 33.02 10.16 12.7024 30.48 27.94 15.24 17.7828 35.56 33.02 15.24 17.7832 40.64 38.10 10.16 12.7032 40.64 38.10 15.24 17.7836 45.72 43.18 15.24 17.7840 50.80 48.26 15.24 17.7842 53.34 50.80 15.24 17.7848 60.96 58.42 15.24 17.7850 63.50 60.96 15.24 17.7852 66.04 63.50 15.24 17.7850 63.50 60.96 22.86 25.4052 66.04 63.50 22.86 25.4064 81.28 78.74 22.86 25.40Elecsound Technology Company LimitedTEL: 0086-755-82908842           FAX: 0086-755-83045964    
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